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ELECTRO TECHNIK
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25 WATTS (200 watts peak)

When mounted to a heat sink maintaining case temp at 100°C max.

Connector SMA.

50 / 100 WATTS (1000 watts peak)

When mounted to a heat sink maintaining case temp at 100°C max.

Connector type SMA standard - type "N" available.

250 WATTS (2 KW peak)

When mounted to a heat sink maintaining case temp at 100°C max.

Connector type "N" standard - SMA available.

POWER

COAXIAL ATTENUATORS

3G

FREQUENCY   ATTENUATION   VSWR

RANGE   ACCURACY (dB)     (max.)

DC-2GHz

DC - 2 GHz ±0.3

PART NUMBER: RPAX-25

1.15:1

DC to 2.0 GHz

PART NUMBER: RPAX-250

FREQUENCY   ATTENUATION   VSWR

RANGE   ACCURACY (dB)   (max.)

 dB  DC-1 GHz      1-2.4 GHz

DC - 2.4 GHz  0.5 - 3      ±0.3  ±0.75

    3 - 10      ±0.5  ±1.0

  10 - 40      ±0.5  ±1.5

1.15:1

DC to 1.0 GHz

1.25:1

1.0 to 2.4 GHz

FREQUENCY   ATTENUATION   VSWR

RANGE   ACCURACY (dB)     (max.)

DC-1GHz

DC - 1 GHz    ±0.3

PART NUMBER: RPAX-50 / RPAX-100

1.15:1

DC to 1.0 GHz

.500 (12.70)
.250

(6.35)

.115 (2.92)
.520 (13.21)

.750 (19.05)

1.30
  (3.30)

.387
(9.83)

.430
(10.92)

max.

.125 dia. (3.18)


