BNC COAXIAL
TERMINATIONS

T2
T

PERFORMANCE SPECIFICATIONS:

«— 228(5791) ————>
male

211 (5359) ———

female
BNC
PART CONNECTOR VSWR Connector
NUMBER TYPE (max.) !
RFTT0BFD BNC FEMALE DC to4 GHz - 1.15:1
RFT10BMD BNC MALE DC to 4 GHz - 1.15:1 133 ((13{2"78)
RFTTOBFE BNC FEMALE DC to 2 GHz - 1.10:1 L[
RFTTOBME BNC MALE DC to 2 GHz - 1.10:1 .
<«— | .80(20.32)
male
10 WATTS (1KW peak) - | .63 (16.00)
female
«—— 228(5791) ——»
male
. -« 211(5359) ———»
PERFORMANCE SPECIFICATIONS: 10535
BNC
PART CONNECTOR VSWR Connector y
NUMBER TYPE (max.)
RFT15BFD BNC FEMALE DC to 4 GHz - 1.15:1
1. 7
RFT15BMD BNC MALE DC to 4 GHz - 1.15:1 3333{; 8
RFT15BFE BNC FEMALE DC to 2 GHz - 1.10:1
RFT15BME BNC MALE DC to 2 GHz - 1.10:1 v
- > .80 (20.32)
male
15 WATTS (2KW peak) < »| 63 (16.00)
female
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